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storage device based on feedback from the non-volatile block
storage device. The feedback may include information indi-
cating a status of the non-volatile block storage device. In
response to receiving the feedback, a storage subsystem,
included in an operating system executing on processing
device, may change a behavior with respect to the non-vola-
tile block storage device in order to avoid, or reduce, a nega-
tive impact to the non-volatile block storage device or to
enhance an aspect of the non-volatile block storage device.
The feedback may include performance information and/or
operating environmental information of the non-volatile
block storage device. When the non-volatile block storage
device is not capable of providing the feedback, the process-
ing device may request information about the non-volatile
block storage device from a database service.
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1
HEALTH REPORTING FROM
NON-VOLATILE BLLOCK STORAGE DEVICE
TO PROCESSING DEVICE

CROSS-REFERENCE TO RELATED
APPLICATION

This application is a continuation of U.S. Pat. App. No.
12/501,562, filed Jul. 13, 2009, entitled “HEALTH REPORT-
ING FROM NON-VOLATILE BLOCK STORAGE
DEVICE TO PROCESSING DEVICE” now U.S. Pat. No.
8,812,770, issued Aug. 19, 2014. The entirety of this afore-
mentioned application is incorporated herein by reference.

BACKGROUND

Non-volatile storage devices are sensitive to input/output
patterns. For example, in a flash storage device, excessive
repeated writes to a given block of storage eventually will
destroy an ability of the given block of storage to store data.
Some existing non-volatile block storage devices employ
wear leveling to spread out erasures across a range of logical
block addresses (LLBAs) in order to avoid, or reduce, a nega-
tive impact to the non-volatile block storage devices. How-
ever, existing non-volatile block storage devices, typically, do
not provide feedback to processing devices regarding ongo-
ing health of flash cells and input/output patterns employed
by the processing device.

Currently, a storage controller of a processing device sub-
mits an input/output stream according to an input/output pat-
tern designed into a storage subsystem component of'an oper-
ating system executing on the processing device. The storage
subsystem component may adjust some parameters of the
input/output stream, such as, for example, buffer size, or other
parameters. However, the storage subsystem component does
not fully adapt the input/output pattern to a current status of a
non-volatile block storage device.

Some designed storage subsystem components of operat-
ing systems treat a connected non-volatile block storage
device as a black box. Such storage manager components
may measure a responsiveness of the connected non-volatile
block storage device and may perform minimal adaptive
actions, such as, for example, varying a size of buffers and/or
increasing a number of threads.

SUMMARY

This Summary is provided to introduce a selection of con-
cepts in a simplified form that is further described below in
the Detailed Description. This Summary is not intended to
identify key features or essential features of the claimed sub-
ject matter, nor is it intended to be used to limit the scope of
the claimed subject matter.

In a first embodiment consistent with the subject matter of
this disclosure, a method is provided for communication
between a storage device interface of a processing device and
a non-volatile block storage device. The non-volatile block
storage device may provide feedback to a storage subsystem
component of an operating system executing on the process-
ing device. The feedback may include information indicating
a status of the non-volatile block storage device. In response
to receiving the feedback, the storage subsystem component
may change a behavior, with respect to the non-volatile block
storage device, in order to avoid, or reduce, a negative impact
to the non-volatile block storage device.

The feedback may include performance information and/
or operational environmental information. The storage sub-
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system component may analyze the information included in
the received feedback and may change a behavior, such as,
adapting a different access pattern, changing a profile that
defines a behavior of the processing device with respect to the
non-volatile block storage device, changing a queuing
method, changing parameters used by the queuing method, or
performing or not performing another action in order to
decrease a negative impact to the non-volatile block storage
device.

In a variation of the first embodiment, the storage sub-
system component may poll the non-volatile block storage
device in order to receive the feedback. In a second variation
of'the first embodiment, the non-volatile block storage device
may asynchronously provide feedback to the storage man-
ager component.

In some embodiments, the storage subsystem component
may determine that the non-volatile block storage device is
not capable of providing the feedback to the processing
device. When the storage subsystem component determines
that the non-volatile block storage device is not capable of
providing the feedback to the processing device, the operat-
ing system may request information about the non-volatile
block storage device from a database service implemented on
a remote server. The remote server may provide information
including performance characteristics of the non-volatile
block storage device. If the database service is unable to find
a direct match with respect to the non-volatile block storage
device, the remote server may provide, in response to the
request from the operating system, a generic profile or may
select a profile based on similarities to the non-volatile block
storage device. The performance characteristics may include,
but not be limited to, input/output patterns to use, queuing
methods to use, input/output patterns to avoid, and queuing
methods to avoid.

DRAWINGS

In order to describe the manner in which the above-recited
and other advantages and features can be obtained, a more
particular description is described below and will be rendered
by reference to specific embodiments thereof which are illus-
trated in the appended drawings. Understand that these draw-
ings depict only typical embodiments and are not therefore to
be considered to be limiting of its scope. Implementations
will be described and explained with additional specificity
and detail through the use of the accompanying drawings.

FIG. 1 is a block diagram of an exemplary processing
device, which may be used to implement embodiments con-
sistent with subject matter of this disclosure.

FIG. 2 is a block diagram of an exemplary non-volatile
block storage device, which may be used to implement
embodiments consistent with the subject matter of this dis-
closure.

FIG. 3 illustrates an exemplary operating environment for
embodiments consistent with the subject matter of this dis-
closure.

FIGS. 4 and 5 are flowcharts illustrating exemplary pro-
cesses that may be preformed in a processing device in vari-
ous embodiments.

FIG. 6 is a flowchart illustrating a process that may be
performed in a non-volatile block storage device in various
embodiments.

DETAILED DESCRIPTION

Embodiments are discussed in detail below. While specific
implementations are discussed, it is to be understood that this
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is done for illustration purposes only. A person skilled in the
relevant art will recognize that other components and con-
figurations may be used without parting from the spirit and
scope of the subject matter of this disclosure.

Overview

In embodiments consistent with the subject matter of this
disclosure, methods and devices are disclosed, such that a
non-volatile block storage device may provide information to
a storage subsystem component of an operating system
executing on a processing device. The information may indi-
cate desired changes to an input/output (I/O) pattern in order
to reduce a negative impact to the non-volatile block storage
device, or to enhance an aspect of the non-volatile block
storage device.

In a first embodiment consistent with the subject matter of
this disclosure, a storage subsystem component of an operat-
ing system executing on a processing device may poll a non-
volatile block storage device to obtain information about the
non-volatile block storage device. In a second embodiment,
the non-volatile block storage device may asynchronously
provide the information to the storage manager component.

In one embodiment, the non-volatile block storage device
may provide an indication for the storage subsystem compo-
nent to use one of a number of predefined profiles, to which
the storage subsystem component may conform when using
the non-volatile block storage device. At least some of the
predefined profiles may have an associated 1/O pattern, such
as, for example, a write pattern, to which the storage manager
component may conform when communicating with the non-
volatile block storage device.

In another embodiment, the predefined profile may include
information for avoiding, or reducing, a negative impact on
the non-volatile block storage device such as, for example,
information indicating that the storage subsystem component
is sending too many short data writes to the non-volatile block
storage device, or other information.

The non-volatile block storage device may not be capable
of providing status information, information for avoiding, or
reducing, a negative impact to the non-volatile block storage
device, or information for enhancing an aspect of the non-
volatile block storage device. The operating system executing
on the processing device may request and receive, from a
database service via a network, information about the non-
volatile block storage device. The information may include
performance characteristics of the non-volatile block storage
device, such as, for example, particular writing patterns the
storage subsystem component may use when writing to the
non-volatile block storage device, as well as other informa-
tion.

Alternatively, the storage subsystem component may
obtain performance characteristics of the non-volatile block
storage device from hardcoded tables within the storage sub-
system component itself. The tables may have been con-
structed from empirical findings while the storage subsystem
component was being written.

Exemplary Processing Devices

FIG. 1 is a block diagram of an exemplary processing
device 100, which may be used to implement embodiments
consistent with the subject matter of this disclosure. The
processing device 100 may be a personal computer (PC), a
handheld processing device, or another type of processing
device. Processing device 100 may include a central process-
ing unit (CPU) 120, a system bus 121, a system memory 130,
a storage device interface 140, and a network interface 170.

Storage device interface 140 may interface with non-vola-
tile storage devices 149. Network interface 170 may interface
with network 180 via a general network connection 171.
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CPU 120 may include one or more conventional processors
that interpret and execute instructions.

System memory 130 may include a read only memory
(ROM) 131 and a random access memory (RAM) 132. ROM
131, or another type of static storage device, may store static
information and instructions for CPU 120. RAM 132, or
another type of dynamic storage device, may store instruc-
tions as well as temporary variables or other intermediate
information used during execution of instructions by CPU
120.

ROM 131 may include firmware such as, for example, a
basic input output system (BIOS) 133. BIOS 133 may include
a set of routines that works with a processing device’s hard-
ware to support data transfers between various components,
such as a monitor and disk drives of a processing device.

RAM 132 may include an operating system 134, program
modules 135, which may include sets of instructions for CPU
120, and program data 136. Thus, CPU 120 may execute
instructions stored on a tangible machine-readable medium,
such as RAM 132, ROM 131, a hard disk, a compact disk
(CD), a flash RAM, or other tangible machine-readable
medium.

Operating system 134 may include a storage subsystem
137 for communicating with non-volatile storage devices 149
via system bus 121 and storage device interface 140.

System bus 121 may connect to CPU 120, system memory
130, storage device interface 140, and network interface 170
to permit communications there between.

Non-volatile storage devices 149 may include magnetic
disk 141, a flash RAM device 142, and/or other types of
non-volatile storage devices. Non-volatile storage devices
149 may store information such as, for example, an operating
system 144, program modules 145, and program data 146, as
well as other information.

Network 180 may be a wired or wireless network and may
include a number of devices connected via wired or wireless
means. Network 180 may include only one network or a
number of different networks, some of which may be net-
works of different types. Network 180 may include a packet-
switching network, a wireless network, an ATM network, a
Frame Relay network, an optical network, a Public Switched
Telephone Network (PSTN), a satellite network, the Internet,
an intranet, other types of networks, or any combination of the
above.

FIG. 2 is an exemplary block diagram of one of non-
volatile block storage devices 149, which may be used in
embodiments consistent with the subject matter of this dis-
closure. Non-volatile block storage device 149 may include a
bus 210, a processor 220, a RAM 230, a ROM 240, a non-
volatile medium 250, a communication interface 260, and one
or more sensors (sensor(s)) 270. Bus 210 may connect pro-
cessor 220, RAM 230, ROM 240, non-volatile medium 250,
communication interface 260, and sensor(s) 270.

Processor 220 may include one or more processors that
interpret and execute instructions. RAM 230, or another type
of dynamic storage device, may store instructions as well as
temporary variables or other intermediate information used
during execution of instructions by processor 220. ROM 240,
or another type of static storage device, may store static
information and instructions for processor 220. In various
embodiments, ROM 240 may include instructions, or firm-
ware, for monitoring processing device operations, with
respect to non-volatile medium 250, and for providing infor-
mation, or feedback, to a processing device, as previously
described.
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Non-volatile medium 250 may be any non-volatile
medium capable of storing data in blocks, such as, for
example, flash RAM, disk, or other non-volatile medium.

Communication interface 260 may be an interface for pro-
viding storage device interface 140 with access to the one of
non-volatile block storage devices 149 through a program-
mable host controller interface which may drive a storage bus
transport which carries a command protocol.

Sensor 270 may include one or more sensors for monitor-
ing and reporting environmental conditions, such as, for
example, a temperature sensor, a vibration sensor, an accel-
erometer, or other type of sensor. Sensor 270 may collect
information regarding environmental conditions into RAM
230, non-volatile medium 250, or other dynamic storage,
such that processor 220 may report the information regarding
environmental conditions to a connected processing device.

Exemplary Operating Environments

FIG. 3 illustrates an exemplary operating environment 300
for embodiments consistent with the subject matter of this
disclosure. Operating environment 300 may include a net-
work 302, processing device 100 connected to network 302,
a non-volatile block storage device (BSD) 306 to which pro-
cessing device 100 is connected, and server 304 connected to
network 302.

Network 302 may be a wired or wireless network and may
include a number of devices connected via wired or wireless
means. Network 302 may include only one network or a
number of different networks, some of which may be net-
works of different types. Network 302 may include a packet-
switching network, a wireless network, an ATM network, a
Frame Relay network, an optical network, a Public Switched
Telephone Network (PSTN), a satellite network, the Internet,
anintranet, other types of networks, or any combination of the
above.

In one embodiment, processing device 100 may contact
server 304, via network 302, to request information about
BSD 306. Server 304 may provide a database service regard-
ing non-volatile block storage devices and may respond to the
request from processing device 100 with information regard-
ing BSD 306. The information may include performance
characteristics of BSD 306, writing patterns to use when
writing to BSD 306, writing patterns to avoid when writing to
BSD 306, and/or other information for avoiding, or reducing,
a negative impact to BSD 306. Processing device 100 may
receive the requested information and may use the informa-
tion to more efficiently use BSD 306 and avoid, or reduce, a
negative impact to BSD 306.

In some embodiments, processing device 100 may not
request information from server 306 and may or may not be
connected to network 302. Instead, processing device 100
may receive feedback from BSD 306. The feedback may be
sent asynchronously from BSD 306, may be sent in response
to receiving a poll from processing device 100, or may be
provided from hard coded tables within processing device
100. The feedback may include performance characteristics
of BSD 306, sensor information, statistical information
regarding use of BSD 306, information regarding one of a
number of predefined profiles, which BSD 306 is requesting
processing device 100 to use, and/or other information. Pro-
cessing device 100 may use the feedback to more efficiently
use BSD 306 and/or to decrease a negative impact to the BSD
306.

Exemplary Processing

FIG. 4 is a flowchart illustrating an exemplary process
which may be performed by a processing device connected to
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6

a non-volatile block storage device (BSD) in embodiments
consistent with the subject matter of this disclosure. The
process may begin with a storage subsystem component of an
operating system executing on the processing device discov-
ering the BSD (act 402). The storage subsystem component
may discover the BSD due to an electrical signal being
detected from the connected BSD, a command completion
being received from the BSD, or via other methods.

The storage subsystem component may then determine
whether the BSD is capable of providing feedback (act 404).
The storage subsystem component may make the determina-
tion based on a type of the BSD, an identifier provided by the
BSD, or via other methods. If the storage subsystem compo-
nent determines that the BSD is not capable of providing
feedback, then the storage subsystem component may deter-
mine whether the operating system executing on the process-
ing device has information regarding characteristics of the
BSD (act 405). If the storage subsystem component deter-
mines that the operating system does have information
regarding the characteristics of the BSD, then the process
may be completed.

Otherwise, the storage subsystem component may request
performance characteristics of the BSD from a remote server
providing a database service via a network (act 406). The
storage subsystem component may then receive, from the
remote server, information describing BSD performance
characteristics (act 408). The BSD performance characteris-
tics may include an indication of one or more types of I/O
patterns to use, an indication of one or more queuing methods
to use, such as, for example, aggregation of numerous I/O
operations into a single data I/O operation (assuming that the
data is not transactional or sensitive), as well as other queuing
methods, an indication of 1/O patterns to avoid, an indication
of queuing methods to avoid, and/or other information.

A memory of the processing device may have stored
therein a number of predefined profiles. Each of the pre-
defined profiles may define a behavior of the processing
device when communicating with the BSD. For example,
writing patterns may be associated with at least some of the
predefined profiles, a queuing method may be associated with
at least some of the predefined profiles, as well as other
processing device behaviors. The storage subsystem compo-
nent may select, as a current profile to use, one of the pre-
defined profiles that most closely corresponds to the received
performance characteristics (act 410). The process may now
be completed.

If, during act 404, the storage subsystem component deter-
mines that the BSD does provide feedback, then the storage
subsystem component may determine whether to poll the
BSD (act 412). The determination may be made based upon a
type of the BSD, an identifier provided by the BSD, or via
other methods. If the storage subsystem component deter-
mines that the BSD is to be polled, then the storage subsystem
component may start a polling process to poll the BSD (act
414). The storage subsystem component may poll the BSD
periodically, or at irregular time intervals based upon input/
output activity with the BSD. During the polling process, the
BSD may provide feedback in response to receiving a poll
from the processing device. The process may then be com-
pleted.

If the storage subsystem component determines that the
BSD is not to be polled, then the storage subsystem compo-
nent may assume that the BSD provides feedback asynchro-
nously. The process may then be completed.

FIG. 5 is a flowchart illustrating an exemplary process
which may be performed by the storage subsystem compo-
nent when input is received from the BSD. The process may
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begin with the storage subsystem component of an operating
system of the processing device receiving the input from the
BSD (act 502). The storage subsystem component may then
determine whether the received input is a poll response (if the
processing device polls the BSD) or is asynchronously pro-
vided feedback from the BSD (if the processing device does
not poll the BSD, but the BSD does provide feedback) (act
504).

If the storage subsystem component determines that the
received input is not a poll response or asynchronously pro-
vided feedback, then the storage subsystem component may
assume that the input from the BSD is related to input/output
with respect to the BSD and the processing device may con-
tinue to perform input/output processing unchanged (act
506). The process may then be completed.

If, during act 504, the storage manager component deter-
mines that the input is a poll response or an asynchronously
provided feedback, then the storage subsystem component
may analyze the received input (act 508). The storage sub-
system component may determine whether to take any action
based upon the received input (act 510).

The storage subsystem component may determine whether
to take action based upon content of the received input as well
as a current status of the storage manager component. The
current status of the storage subsystem component may
include, for example, a current predefined profile being used,
a particular I/O pattern being used, a queuing method being
used, whether direct memory access (DMA) with respect to
an input/output controller of the BSD is enabled or disabled,
and/or other information. The content of the received input
may include information such as statistical information and/
or performance-related information, such as, for example, a
number of writes per write request (also known as write
amplification), a number of short data writes performed over
a particular time interval, a number of data writes performed
over particular logical block address (LBA) ranges over a
particular time interval, as well as other statistical or perfor-
mance-related information.

The content of the received input may also include opera-
tional environmental data detected by one or more sensors, as
well as other or different environmental data. The operational
environmental data may include, for example, temperature
data, vibration-related data, accelerometer-related data, and
other data. In one embodiment, the BSD may determine an
approximate amount of time since the BSD was last used and
may include information in the feedback relating to the
approximate amount of time. In one implementation, the
BSD may determine the approximate amount of time by
measuring an amount of electrical charge remaining at
memory cells of one or more particular LBAs of the BSD.
Published U.S. Patent Application 2007/0233609 to Bovee et
al. discloses one method of determining a passing of an
approximate time period based on measuring an amount of
charge remaining at one or more memory cells of one or more
LBAs of a BSD. In other embodiments, the BSD may deter-
mine a passing of an approximate time period via other meth-
ods.

In some embodiments, the feedback may include an indi-
cation of one of a number of predefined profiles, each of
which may define a respective behavior of the processing
device regarding input from and/or output to the BSD. If the
BSD is unable to find a predefined profile that directly
matches a desired respective behavior, the BSD may include
in the feedback an indication of one of the predefined profiles
that most closely defines a desired behavior.

If, during act 510, the storage subsystem component deter-
mines that no action is taken, then the process may be com-
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pleted. Otherwise, the storage subsystem component may
determine whether to conform to a different predefined pro-
file (act 512).

If the storage manager component determines that the pre-
defined profile is not to be changed, then the storage sub-
system component may determine which of a number of
actions to take based on a current status of the storage man-
ager component and the received feedback from the BSD (act
514).

In some embodiments, the feedback may include an alert,
which may provide information concerning a critical condi-
tion within the BSD, such as, a critical performance-related
threshold having been crossed, or reached, a critical sensor-
related threshold having been crossed, or reached, or other
information. If the received feedback includes an alert, then,
during act 514, the storage subsystem component may deter-
mine an action to take based upon the received alert.

The storage subsystem component may then take the deter-
mined action (act 516). The determined action may include
changing a writing pattern with respect to the BSD, changing
a queuing method with respect to outputting to the BSD,
disabling or enabling direct memory access (DMA) with
respect to input from or output to the BSD, adjusting one or
more parameters of a queuing method used by the processing
device to output data to the BSD, informing a user to stop
using the BSD, or a different action. The process may then be
completed.

If, during act 512, the storage subsystem component deter-
mines that the profile is to be changed, then the storage
subsystem component may determine which of the number of
predefined profiles most closely matches, or addresses, a
status of the BSD, as indicated by the provided feedback (act
518). The processing device may then set a current profile to
the found profile to alter a behavior of the storage subsystem
component with respect to the BSD (act 520). The process
may then be completed.

FIG. 6 is a flowchart illustrating an exemplary processing
which may be performed by a BSD in embodiments consis-
tent with the subject matter of this disclosure. Instructions for
performing acts illustrated by the flowchart may be included
in firmware stored within a ROM, or other static storage, of
the BSD.

The process may begin with the BSD monitoring opera-
tions from the processing device, such as, for example, input
and output operations (act 602). The BSD may maintain
statistics and histograms with respect to 1/O patterns of the
processing device, such as, for example, read patterns and
write patterns (act 604). The BSD may, accomplish this by
attempting to match the read patterns and the write patterns to
a predetermined template and by collecting statistical infor-
mation which may approximately describe a random process
of 1/O requests. Examples of the statistical information,
assuming a predefined distribution, such as, for example, a
normal distribution, or other distribution, may include, but
not be limited to, a density of small data writes to a region of
LBAs, a frequency of small data writes, and a portion data
writes that are excessively long. In some embodiments, the
firmware of the BSD may include hardcoded descriptions of
random distributions. In other embodiments, the firmware
may include instructions for creating descriptions of the ran-
dom distributions when needed.

The BSD may then determine whether a sufficient quantity
of operations from the processing device have been observed,
such that a certain degree of accuracy may be achieved (act
606). If the BSD determines that the quantity of operations
observed from the processing device is sufficient, the BSD
may determine whether a threshold has been crossed, or
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reached (act 608). For example, first generation consumer
flash disk are designed for long sequential writes and size
aligned random reads. If the BSD includes a first generation
consumer flash disk and the BSD observes that the processing
device employs an excessive load of small random writes to
the flash disk (which will cause the flash disk to perform write
operations more slowly and to wear out prematurely), then
the BSD may report that an observed frequency and size of
writes from the processing device are crossing a safe thresh-
old.

Ifthe BSD determines that a threshold has been crossed, or
reached, then the BSD may provide feedback to the process-
ing device (act 610). As previously mentioned, the feedback
may include statistical information, an indication of a pre-
defined profile, an indication of a write pattern, an indication
of'a queuing method, or other information that the processing
device may use to adapt behavior with respect to the BSD to
reduce a negative impact to the BSD.

After determining that a threshold has not been crossed,
during act 608, or after sending feedback to the processing
device, during act 610, the BSD may monitor information
regarding one or more sensors (act 612). The BSD may keep
track of the monitored information from the one or more
sensors (act 614). The BSD may then determine whether
sufficient information from the one or more sensors has been
observed, such that a certain degree of accuracy may be
achieved (act 616). If the BSD determines that an amount of
information observed, with respect to the one or more sen-
sors, is not sufficient, then the BSD may repeat act 602.
Otherwise, the BSD may determine whether a sensor thresh-
old has been crossed (act 618). For example, a temperature
sensor may report that a temperature is too high, or a vibration
sensor may report that an amount of vibrations sensed is too
high and/or too severe. If, during act 618, the BSD determines
that a sensor threshold has been crossed, then the BSD may
send feedback, including information indicating that a sensor
threshold has been crossed, to the processing device (act 620).
The BSD may then repeat act 602.

Miscellaneous

Although some of the above-described embodiments illus-
trate a BSD providing feedback to a storage subsystem com-
ponent of a processing device, which may be employed to
adapt behavior to reduce a negative impact to the BSD, the
BSD and/or the storage subsystem component may further
adapt their respective behaviors. For example, the storage
subsystem component may monitor a response time of the
BSD and, upon observing excessively long response times,
the storage subsystem component may adapt by changing a
predefined profile, a write pattern, a read pattern, disabling or
enabling use of DMA with respect to the BSD, changing a
size of write buffers, changing a queue depth, changing a
queuing method, or making other changes.

The BSD is more intimately aware of performance char-
acteristics of the BSD than the processing device and may
adapt behavior accordingly by taking actions including, but
not limited to, aggregating short data writes from the process-
ing device into long data writes, or turning off a portion of the
BSD based on information reported by the one or more sen-
sors, such as, for example, temperature information or other
information.

Further, the information provided in the feedback from the
BSD may be in a previously agreed-upon format, such that
heterogeneous processing devices may be capable of using
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the BSD and adapting their respective behavior based upon
the feedback provided by the BSD.

CONCLUSION

Although the subject matter has been described in lan-
guage specific to structural features and/or methodological
acts, it is to be understood that the subject matter in the
appended claims is not necessarily limited to the specific
features or acts described above. Rather, the specific features
and acts described above are disclosed as example forms for
implementing the claims.

Other configurations of the described embodiments are
part of the scope of this disclosure. For example, in other
embodiments, an order of acts performed by a process, such
as the processes illustrated in FIGS. 4-6 may be different, may
be performed in a different order, and/or may include addi-
tional or other acts.

Accordingly, the appended claims and their legal equiva-
lents define embodiments, rather than any specific examples
given.

We claim as our invention:
1. A non-volatile block storage device, comprising:
a non-volatile memory that stores data; and
a controller that manages the non-volatile memory, the
management of the non-volatile memory including:
monitoring operations requested by a host processing
device interfaced with the non-volatile block storage
device; and

providing feedback from the non-volatile block storage
device to an operating system component of the host
processing device based on the monitored operations,
the feedback including an indication of how the oper-
ating system component of the host processing device
is to write to the non-volatile block storage device.

2. The non-volatile block storage device of claim 1,
wherein the feedback provided to the operating system com-
ponent of the host processing device also includes informa-
tion regarding an operational environment of the non-volatile
block storage device.

3. The non-volatile block storage device of claim 1,
wherein the feedback is provided to the host processing
device in response to a polling operation of the host process-
ing device for the feedback from the non-volatile block stor-
age device.

4. The non-volatile block storage device of claim 1,
wherein the indication indicates:

a queuing method to be used by the operating system
component of the host processing device to write to the
non-volatile block storage device.

5. The non-volatile block storage device of claim 1,

wherein the indication indicates:

a parameter for the queuing method to be used by the
operating system component of the host processing
device to write to the non-volatile block storage device.

6. The non-volatile block storage device of claim 1,
wherein the feedback also includes information describing
one or more input/output patterns not to be used by the oper-
ating system component of the host processing device to write
to the non-volatile block storage device.

7. The non-volatile block storage device of claim 1,
wherein the indication indicates a pattern with which the
non-volatile block storage device is to write to the non-vola-
tile memory.

8. A method for using a non-volatile block storage device,
the method comprising:
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receiving, by an operating system executing on a host
processing device from the non-volatile block storage
device, information regarding use of the non-volatile
block storage device by the host processing device, the
received information including an indication of how the
operating system is to write to the non-volatile block
storage device; and

adapting, by the operating system executing on the host

processing device, the behavior of the operating system
in writing to the non-volatile block storage device based
on the received information.

9. The method of claim 8, wherein the received information
includes performance characteristics of the non-volatile
block storage device.

10. The method of claim 8, wherein the method further
comprises:

modifying an input/output pattern used by the operating

system executing on the host processing device to write
data to the non-volatile block storage device based on
the received information.

11. The method of claim 8, wherein the method further
comprises:

receiving operating environmental information from the

non-volatile block storage device; and

changing input/output patterns of the operating system

executing on the host processing device based on the
received environmental information.

12. The method of claim 8, wherein the method further
comprises:

enabling or disabling one or more features of an input/

output controller of the host processing device based on
the received information.

13. A machine-readable storage medium that is either a
memory or a disk, the machine-readable storage medium
having processor-executable instructions for performing
operations stored therein, the operations comprising:

receiving, by software executing on a host processing

device, information from the non-volatile block storage
device, the received information including an indication
of how the software executing on the host processing
device is to write data to the non-volatile block storage
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device, and the received information being generated by
the non-volatile block storage device based on use of the
non-volatile block storage device by the host processing
device; and

changing, based on the received information, how the soft-
ware executing on the host processing device writes data
to the non-volatile block storage device.

14. The machine-readable storage medium of claim 13,
wherein the received information includes performance char-
acteristics of the non-volatile block storage device.

15. The machine-readable storage medium of claim 13,
wherein the software executing on the host processing device
is an operating system of the host processing device.

16. The machine-readable storage medium of claim 13,
wherein the operations further comprise:

modifying an input/output pattern used by the software
executing on the host processing device to write data to
the non-volatile block storage device based on the
received information.

17. The machine-readable storage medium of claim 13,

wherein the operations further comprise:

polling the non-volatile block storage device; and

receiving the information from the non-volatile block stor-
age device in response to the polling.

18. The machine-readable storage medium of claim 13,

wherein the operations further comprise:

enabling or disabling one or more features of an input/
output controller of the host processing device based on
the received information.

19. The machine-readable storage medium of claim 13,

wherein the indication indicates:

a queuing method to be used by the software executing on
the host processing device to write data to the non-
volatile block storage device.

20. The machine-readable storage medium of claim 13,

wherein the indication indicates:

a parameter for the queuing method to be used by the
software executing on the host processing device to
write data to the non-volatile block storage device.
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